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The visual quality of your finished wall or ceiling 
is dependent on the quality of workmanship and
quality of the materials used.

Knauf Drywall lead the way in modern, highly
developed finishing materials that provide the 
best possible final surface whilst making life as 
easy as possible for the trades applying them. 
And our solutions are significantly 
faster on-site than traditional materials.
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Taping and Jointing

Partitions and ceilings page 192

Internal and external corners page 194

Spray Plastering

One coat over masonry page 196
(Knauf MP75)

Finishing directly over concrete, page 198
plasterboard, etc. (Knauf Readymix)

Finishing over plasterboard page 200
(Knauf MPFinish)
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Knauf Drywall’s superb range of jointing materials
lead the market in ease of application, easy sanding, 
joint strength and quality of finish. 

Jointing partitions for speed
of application 
Knauf Drywall jointing materials and
tapes are of the highest quality to ensure
the best possible finish with the minimum
risk of cracking.

For the fastest possible application time
on vertical wall joints where no
movement is expected, Knauf Fibre Tape
allows the filling and bedding processes
to be completed in a single application.
Always use tapered edge Knauf
Plasterboards when specifying a tape
and jointed finish.

Application method
1 Apply the self adhesive Knauf Fibre 
Tape to the length of the plasterboard 
joint.

2 Apply a liberal coat of Knauf Joint
Filler over the tape, ensuring that the
material is pushed through the tape to
completely fill the joint, to a width of
approximately 175mm. Smooth the
Knauf Joint Filler and allow it to set; 
this will take approximately two hours.
Please note – we do not recommend the use of joint
cements for this process as there is a significant
chance of cracking.

3 Once the Knauf Joint Filler has fully
set, apply a coat of Knauf Joint Cement
Easy Sand or Knauf Joint Cement Lite
Easy Sand over the entire layer to a
width of approximately 250mm and
leave to dry; usually overnight.

4 Once dry, apply the final coat of
Knauf Joint Cement Easy Sand or Knauf
Joint Cement Lite Easy Sand to a width 
of approximately 300mm and leave to
dry. Sand to a seamless finish using
120/150 grade sand paper.

Prior to final decoration, the entire
plasterboard surface should be coated
with Knauf Wallboard Primer to ensure
an even suction and subsequent even
paint texture, across the whole surface. 
Please note - If a stronger joint is required, for example
in more public areas, then Knauf Paper Tape should 
be used. If significant movement is expected, then the
installation of a Knauf Movement Control Joint should
be considered.

Apply Knauf Joint Filler over the tape.

Applying first coat of Knauf Joint Cement Easy Sand. 

Sand to a seamless finish.Apply self adhesive Knauf Fibre Tape to joint.
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Jointing partitions for 
the strongest joint/
jointing ceilings
Knauf Joint Tape is our recommended
solution for both vertical and horizontal
applications. The physical make-up of
Knauf Joint Tape inherently provides a
greater resistance to cracking than fibre
tapes and the application method
ensures the correct filling of the joints,
which is essential for strength.

In public areas and on ceilings, which
always experience a degree of
movement, Knauf Joint Tape should
always be specified. If significant
movement is expected, then the
installation of a Knauf Movement 
Control Joint should be considered.

Always use tapered edge Knauf
Plasterboards when specifying a tape
and jointed finish. Knauf Drywall’s range
of high quality jointing materials will
ensure the best possible finish can be
achieved.

Application method
1 Fill the joint completely with either
Knauf Joint Filler, Knauf Joint Cement
Easy Sand, or Knauf Joint Cement 
Lite Easy Sand.

2,3 Bed the Knauf Joint Tape in the
material and cover to a width of
approximately 175mm. If using Knauf
Joint Filler, allow it to set; this will take
approximately two hours. If using a
Knauf joint cement, allow it to dry; 
this will nominally take 24 hours.

4 Apply a coat of Knauf Joint Cement
Easy Sand or Knauf Joint Cement Lite
Easy Sand over the entire layer to a
width of approximately 250mm and
leave to dry; usually overnight.

5 Once dry, apply the final coat of
Knauf Joint Cement Easy Sand or Knauf
Joint Cement Lite Easy Sand to a width 
of approximately 300mm and leave to 
dry. Sand to a seamless finish using
120/150 grade sand paper.

Prior to final decoration, the entire
plasterboard surface should be coated
with Knauf Wallboard Primer to ensure
an even suction, and subsequent even
paint texture, across the whole surface. 

See our full range of finishing 
products on pages 230-231.
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Applying Knauf Joint Cement Easy Sand.

Bedding Knauf Joint Tape. 

Applying Knauf Joint Cement Easy Sand over the tape. 

Applying the first coat of Knauf Joint Cement Easy Sand. 

Sand to a seamless finish.

Knauf Drywall 
finishing products
Use Knauf Drywall jointing 
materials for effortless sanding 
and a seamless finish.

Knauf Joint Cement Easy Sand
Knauf Joint Cement Easy Sand 
is a lightweight air-drying 
compound for bedding tapes 
and finishing joints.

Knauf Joint Cement Lite Easy Sand
Knauf Joint Cement Lite Easy Sand 
is a pre-mixed light joint cement 
for bedding tapes and finishing joints
with superior characteristics for
hand or machine application.

Knauf Joint Filler
Knauf Joint Filler is a fast setting
gypsum compound, ideal for 
bedding joints by hand application.
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Jointing internal corners 
in partitions
Internal corners are more protected than
external corners and generally take
fewer knocks. They also normally 
require less feathering out to achieve 
an acceptably flat visual surface. 

Knauf Joint Tape has an indented centre
line that makes it easy to fold for use
with internal corners. Knauf Drywall’s
range of joint cements are often
preferred for internal corners for their
easy workability. 

Application method
1 Fill the joint completely with either 
Knauf Joint Filler, Knauf Joint Cement
Easy Sand, or Knauf Joint Cement Lite
Easy Sand.

2,3 Bend the Knauf Joint Tape along the
centre line to suit the internal corner, 
then bed into the material and cover to 
a width of approximately 50mm each
side of the joint. If using Knauf Joint
Filler, allow it to set; this will take
approximately two hours. If using a
Knauf joint cement allow it to dry; 
this will nominally take 24 hours.

4 Apply a finish coat of Knauf Joint
Cement Easy Sand or Knauf Joint
Cement Lite Easy Sand over the entire
layer to a width of approximately 
75mm each side of the joint and leave
to dry; usually overnight.

5 Once dry, sand to a seamless finish
using 120/150 grade sand paper.

Prior to final decoration, the entire
plasterboard surface should be coated
with Knauf Wallboard Primer to ensure
an even suction, and subsequent even
paint texture, across the whole surface.

Taping and Jointing
Internal and external corners

Ensure the joint is completely filled.

Cover to a width of 50mm each side of the joint. Apply Knauf Joint Cement Easy Sand finish coat 
to 75mm each side. 

Sand to a seamless finish.

Bedding Knauf Joint Tape. 
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Knauf Drywall 
finishing products
Use Knauf Drywall jointing 
materials for effortless sanding 
and a seamless finish.

Knauf Joint Cement Easy Sand
Knauf Joint Cement Easy Sand 
is a lightweight air-drying 
compound for bedding tapes 
and finishing joints.

Knauf Joint Cement Lite Easy Sand
Knauf Joint Cement Lite Easy Sand 
is a pre-mixed light joint cement 
for bedding tapes and finishing joints
with superior characteristics for
hand or machine application.

Knauf Joint Filler
Knauf Joint Filler is a fast setting
gypsum compound, ideal for 
bedding joints by hand application.
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Jointing external corners
in partitions
External corners are more likely to take
knocks than internal corners and must be
carefully jointed to ensure longevity.
Knauf Corner Flex Tape is designed to
protect the corner of the partition when
used with Knauf Joint Filler and has been
proven to resist damage more effectively
than traditional metal corner joint
sections.

Application method
1,2 Apply a liberal coating of Knauf
Joint Filler to both sides of the corner
along the length of the joint. Push the
Knauf Corner Flex Tape onto the corner,
over the Knauf Joint Filler, ensuring that
all the holes in the Knauf Corner Flex
Tape are completely filled.

3 Apply a first layer of Knauf Joint Filler
over the edges of the Knauf Corner Flex
Tape and feather out to approximately
175mm each side of the corner. Allow 
to set; this will take approximately two
hours.

4 Apply a second layer of Knauf Joint
Filler over the first layer, again feathering
out to approximately 175mm each side
of the corner. Allow to set; this will take
approximately two hours.

5,6 Once fully set, apply a finish coat
of Knauf Joint Cement Easy Sand or
Knauf Joint Cement Lite Easy Sand
feathered out to approximately 250mm
each side of the corner and leave to dry.
Sand to a seamless finish using
120/150 grade sand paper.

Prior to final decoration, the entire
plasterboard surface should be coated
with Knauf Wallboard Primer to ensure
an even suction, and subsequent even
paint texture, across the whole surface. 

Ensure all holes are completely filled.

Applying the first layer of Knauf Joint Filler.

Apply second coat to 175mm each side of the corner.

Applying the finish coat of Knauf Joint Cement Easy Sand.

Sand to a seamless finish.

Applying Knauf Joint Filler to either side of the corner.

See our full range of finishing 
products on pages 230-231.
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Knauf Drywall’s innovative range of spray applied
plasters bring enormous on-site productivity gains 
and deliver a first class finish.
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Using water and a sponge float, bring
the fats of the plaster to the surface.

Leave for a further 10-20 minutes or use
the “Touch Test” again.

Using a quality steel trowel, push the
plaster fats back into the plaster to give
that all important hard and smooth finish.

Apply the first trowel.

Low suction backgrounds – no water is
required.

High suction backgrounds – add water
using a paint brush to flick water onto
the surface.

Leave for 10-20 minutes or use the
“Touch Test” before continuing.

Apply a second trowel exactly as per the
first trowel.

When the MP75 surface has changed
colour from off-white to dark grey, you
can apply the final hard trowel.

The final hard trowel is very important 
as it gives Knauf MP75 its smooth and 
hard surface finish.

It should take between 3 to 31/2 hours 
to achieve the perfect Knauf MP75
finish, dependent on the background
and ambient temperature.

Ventilation is very important. As soon 
as spraying is complete, open all
windows and doors to allow a steady
and continuous flow of air to dry 
Knauf MP75.

Knauf MP75 Projection
Plaster – one coat over
masonry
Knauf MP75 Projection Plaster is
Europe’s market leader, having been
proven on projects of all sizes for over
thirty years. Back to back trials have
consistently shown Knauf MP75 to be
applied and finished three times faster
than traditional hand applied systems
whilst providing the best finish in the
business.

Specifying Knauf MP75 Projection
Plaster for your projects improves health
and safety on-site, ensures consistency
and provides a superb finished surface.
Perhaps most importantly, it massively
reduces the time impact of what is
traditionally a slow wet trade.

Application method
Before starting to spray Knauf MP75,
make sure all beads are cut and bedded
in using Knauf MP75. Ensure that all wall
areas are clean and dry, and add pre-
treatment if required.

Spray Knauf MP75 in overlapping 
bands at the desired thickness (usually
11-13mm and up to 20mm) and then 
use an aluminium feather edge to rule
the plaster flat.

Once flat, leave Knauf MP75 for
approximately 75 minutes to allow for
the initial set to take place.
The initial set time may vary depending on the level 
of suction from the background. 

After the initial set, use a small
aluminium feather edge to apply a
second rule and to remove any
imperfections from the surface.

Now leave the plaster for approximately
20 minutes more or use the “Touch Test”
– touch the plaster surface to check it
does not stick to your fingers and resists
finger print impressions.

Using a spatula, open the surface to
allow air to enter the plaster to help with
the drying process. This action is known
as “ripping” the surface and is easy to
do – simply hold the spatula at 90° to
the surface.

Leave for another 20 minutes or use the
“Touch Test”.
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Machine guide
Knauf MP75 Projection Plaster can 
be spray applied through a variety 
of mixing pump machines such 
as the Knauf PFT G5 and Knauf 
PFT Monojet.

Knauf Drywall MP75
For a superb finish use Knauf 
Drywall MP75. Knauf MP75 is 
a fast-drying projection plaster 
specially formulated for one-coat
machine application on most 
interior walling surfaces. 

Start in the corner of the room.

Rule Knauf MP75 flat. 

Spray Knauf MP75 in overlapping bands.

 Applying the second rule.

Use a spatula to ‘rip’ the surface. Flicking the water over the surface prior to using the
sponge float.

Using a sponge float to bring the fats to surface. Trowelling to the final finish.
See our full range of finishing 
products on pages 242-245.
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Over thin-joint aircrete
blocks and wall panel
systems
A three coat application is recommended
for Thin Joint Block and Panel Walls, 
with a base coat of Knauf Plano to be
applied directly to the blocks up to a
depth of 2-3mm, with mesh bedded into
this first coat and levelled flat. 

It is essential that the wall has been built
true and straight to then make the most
of the time-saving benefits of Knauf
Readymix Spray Plasters.

Preparation
Fill all chases with mortar and secure
angle beads, stop beads and expansion
beads, and assess background. 

Application method
Apply the first coat of Knauf Plano to 
the surface of the wall and level with a
straight edge or spatula. Allow to dry;
this typically takes 12-24 hours.

Apply a second coat of Knauf Plano if
the blocks are stepping out excessively. 
If not, apply a coat of Knauf Deco and
level using a spatula.

Apply the third and final coat of Knauf
Deco and repeat the process. Allow 
to dry.

Check the surface of the walls and
ceilings and sand away any high spots
etc. with 120 grade sand paper. 
A drywall sander, with vacuum attached,
is ideal for reducing dust.

Allow 24 hours before commencing
decoration. 
Note: Knauf Readymix Projection Plasters are a water
based polymer bound material which, similar to an
emulsion paint, needs a minimum temperature of 
+5°C in order to obtain its full binding power and
hardness. Please check air and concrete surface
temperature prior to commencing application.

Knauf Readymix Projection Plasters can be applied to
damp concrete providing the moisture content is not
above 20%.  

Knauf Readymix Spray
Plasters – direct over
concrete, plasterboard, etc. 
Knauf Drywall’s range of readymix
plasters represent a major step forward
in the speed and ease of application of
commercial plasters.

Delivered ready-mixed for use straight
from the bag, Knauf Readymix Spray
Plasters minimise the need for water on-
site and produce virtually no wastage. 

The speed and accuracy of the spray
system is heightened further when
finishing ceilings as the work can be
completed from floor level without any
scaffolding, steps or hop-ups.

The natural flexibility of the products make
them highly resistant to cracking, chipping
or flaking, and their high adhesive
properties mean they can be applied
directly over smooth-faced concrete and
a range of other surfaces without any
need for bonding agents or primers.

Knauf Readymix Spray Plasters are
simply cleverer than the average plaster
– the skill is in the product. The result is 
a superb finish, quickly, easily and safely
achieved on-site for a lower overall
installed cost.

Over plasterboard and
composite boards
The application over plasterboard and
composite boards is extremely simple.

Preparation
1 Tape and joint the boards. Secure
angle beads to window reveals and
external corners.

Application method
2,3 Apply the first coat of Knauf Deco,
Deco Plus or Airless to the walls and
ceilings.

4 Level flat with a spatula. Use a corner
trowel on internal angles. Allow to dry;
this typically takes 12-24 hours.

5 Apply the second coat of Knauf Deco,
Deco Plus or Airless and repeat the
process of the first coat applying more
pressure to flatten the surface. Allow to
dry; this typically takes 12-24 hours.

6 Sand the wall with a drywall sander
ready for decoration.

Over concrete surfaces
Concrete is one of the surfaces best-
suited for Knauf Readymix Spray Plasters
to be applied to. Material consumption is
just 1.5 kg/mm/m2 for the first coat and
0.5-1kg/mm/m2 for the second.  

Preparation
Ensure all release oils are cleaned from
the surface of the concrete, and prime
background if required.

Clean the surfaces of dirt and dust. 
Fill the V joints and secure beads 
using Knauf Joint Filler and strike flush.
Repair and fill any damaged
areas/large holes etc.

Application method
Empty the Knauf Readymix Plaster 
being used into the spray hopper of the
machine.

Apply the first coat of Knauf Plano onto
uneven surfaces ensuring an even
coverage, or, on smooth surfaces, use
Knauf Deco or Knauf Deco Plus.

Level the material with a spatula to
ensure a flat surface, ventilate the area
and allow to dry; this typically takes
between 12-24 hours.

Check the surface for high spots and
sand down if necessary with 120 grade
sand paper.

Apply the second coat of Knauf Deco or
Deco Plus ensuring an even coverage on
the surface. Level the material with a
spatula taking extra care to remove any
trowel lines. Slightly more pressure
should be applied to the spatula leaving
a flat smooth surface.

Ventilate and allow to dry. This typically
takes between 12-24 hours. 

Sand the wall with a drywall sander
ready for decoration. 

Spray Plastering
Readymix spray plasters



Filling the joints.

Knauf Airless is easily applied to ceilings working from
floor level. 

Applying the first coat of Knauf Airless.

Levelling Knauf Airless flat using a spatula.

Applying the second coat of Knauf Airless. Sanding quickly achieves the final finish. 

See our full range of finishing 
products on pages 242-245.
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Machine guide
Knauf Plano and Deco are designed 
to be used with the same rotary 
screw worm pump machines that 
are common in the painting industry.

Knauf Airless is designed to be 
used with an airless high pressure 
piston pump such as the Knauf PFT
Samba XL.

Knauf Drywall 
Readymix plasters
Knauf Readymix Plasters are a rapid,
cost-effective alternative to traditional
plaster for finishing walls and ceilings.
They are purpose designed for 
machine application on fast-track
building projects.

Knauf Deco
Knauf Deco is 
normally used as a
1mm top coat over 
Knauf Plano or as 
a finish coat directly 
onto smooth 
backgrounds.

Knauf Deco Plus
Knauf Deco Plus 
can be used on the 
same backgrounds 
as Knauf Deco but 
offers additional 
water resistance 
making it ideal for use
in areas of high humidity.

Knauf Plano
Knauf Plano is a 
filler and levelling 
compound for use 
over thin joint block 
systems, uneven insitu 
concrete and to fill 
cracks and holes on 
refurbishment projects.

Knauf Airless
Knauf Airless can 
be used in the same 
areas as Knauf Deco 
and Knauf Deco Plus 
but applied with an 
airless high pressure 
piston pump machine.
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Spray Plastering
Spray applied finish plaster

5 As the plaster picks up, trowel the
surface. It is very important that this first
trowel is a dry one – in other words do
not apply any water to the surface at
this stage. Knauf MPFinish does not
require it.

6 After about 30 minutes, depending 
on the background, apply the second
trowel. Water can be applied to the
surface at this stage if required.

After a further 20-30 minutes apply the
final trowel to achieve an exceptionally
smooth finished surface.

Knauf MPFinish Spray
Plaster – finishing over
plasterboard 
Knauf MPFinish is a superb, high quality
finish plaster specifically designed for
fast spray application. 

Back to back trials have proven Knauf
MPFinish to significantly increase
productivity over traditional hand
applied plasters, with exceptional
coverage figures of 16-18m2 per bag. 

On smaller projects where the best
possible finish is required without the
need for spray application, Knauf
MPFinish can still be hand applied.

Specifying Knauf MPFinish for your
projects improves health and safety 
on-site, ensures consistency and 
provides a superb finished surface.
Perhaps most importantly, it substantially
reduces the time impact of what is
traditionally a slow wet trade.

Application method
1 Ensure all joints, corners etc. have
been filled and Knauf Joint Tape bedded
in correctly with Knauf Joint Filler, and
the material allowed to dry, before
starting to apply Knauf MPFinish.

2 Before you start spraying it is
important to ensure that the correct
consistency has been achieved. You are
aiming for a fairly wet mix. If the spray
gun is clogging the mix is too dry.

3,4 Spray Knauf MPFinish evenly at the
required thickness (typically 2-3mm) in
overlapping bands, trowelling the
material flat as it is applied. It can come
as a surprise how quickly the material is
applied – you should plan for
approximately 1m2 to be applied every
11 seconds.

Leave the plaster to ‘pick up’. This is the
initial setting stage and typically takes
45-50 minutes depending on the
background.
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Machine guide
Knauf MPFinish can be spray
applied through a variety of 
mixing pump machines, including
the Knauf PFT Ritmo Powercoat
which was designed to work 
with Knauf MPFinish.

Knauf MPFinish
Knauf MPFinish makes the 
spray application of finish 
plasters possible. Knauf purpose
designed MPFinish in conjunction
with leading spray machine
manufacturers, who have brought
out new machines to suit its
characteristics. MPFinish mixes 
and sprays perfectly, without
causing wear to the machine.
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Filling the joints.

Spray Knauf MPFinish in overlapping bands.

You should aim for a fairly wet mix. 

Trowel Knauf MPFinish flat as it is applied.

Apply the first dry trowel once the plaster has picked up. Water can be applied to the second trowel if required. 

See our full range of finishing 
products on pages 242-245.
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